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Specifi cati ons    

General Dimensions    

   Transport Length 34’-10” [10.61m]   

   Transport Height 13’ [3.96m]   

   Weight 45,000 lbs. [20,455kg]   

   Axle Weight 30,000 lbs. [13,636kg]   

   Tongue Weight 15,000 lbs. [6,819kg]   

   Width 9’-10” [2.99m] Discharge System 

      Spout Adjustable 8” x 20” [203 x 508mm]

Infeed    

   Width (Flare) 102” [2591mm] Reservoirs 

   Width (Chain) 42” [1067mm]    Hydraulic Tank 120 gallon [454 L]

   Bed Length 8’ [2.44m] to Feed Wheel    Fuel Tank 300 gallon [1,136L]

   Loading Height 45” [1143mm]   

   Infeed Chains Three (3) WD110H Chipper Drum 

   Infeed Chain Speed 0 to 150 Feet per Minute    Opening 42” Wide [1067mm]

 [0 to 45.7 Meters per Minute]    Drum Diameter 40” [1016mm] Diameter

   Feed Rolls One (1) Upper and    Drum Speed 1000 RPM

 Two (2) Side Rolls    Drum Knives Two (2) 11” [279mm]

    Four (4) 15” [381mm]

Radio Remote Standard. Functi ons include:    Drum Shaft  6” [152mm] Diameter

  Horn signal    Support Bearings  4-15/16” [125mm] double row spherical 

  Infeed/feedwheel - start/stop   

  Infeed/feedwheel - forward/rev. Opti ons Cummins 600HP [447kw] 

  Feedwheel lock/unlock  CAT 700HP [522kw]

  Feedwheel raise/lower  CAT 580HP [433kw]

  Emergency stop  Auto Reversing Fan

  Engine fast/slow  Air Compressor

  Discharge up/down and left /right

Sa les  and Serv ice
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Specifi cati ons given were approved at the ti me of initi al printi ng and are subject to change without noti ce and without incurring any liability.


